




850-BL
8m W.H. – 250Kg Capacity – 2,0t

870-BL
8m W.H. – 250Kg Capacity – 2,4t

1090-BL Light
10m W.H. – 300Kg Capacity – 2,9t

870-BL EVO
8m W.H. – 250Kg Capacity – 2,4t

870-BL Bi-Energy
8m W.H. – 250Kg Capacity – 2,4t

1090-BL EVO
10m W.H. – 300Kg Capacity – 2,9t

1090 Bi-Energy
10m W.H. – 300Kg Capacity – 2,9t

1090-BL ELC
10m W.H. – 300Kg Capacity – 2,9t



850-HE
8m W.H. – 250Kg Capacity – 1,7t

1270-HE Light
12m W.H. – 300Kg Capacity – 2,9t

1470-HE
14m W.H. – 300Kg Capacity – 3,4t

1470-HE EVO
14m W.H. – 300Kg Capacity – 3,4t

1270-HE
12m W.H. – 300Kg Capacity – 3,2t



JIBBI 1250 EVO
12m W.H. – 230Kg Capacity – 2,9t

MULTI-Loader 2.5 PERFORMANCE
2.500 Kg Capacity – 1,8t

MULTI-Loader 2.5 PLUS
2.500 Kg Capacity – 1,8t




